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MEASUREMENTS IN CM

MATERIALS & FINISHES
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Rigid pending lamp
Steel STRUCTURE
Grey plastic LAMPHOLDERS
LED BULBS  RL RAL 60 9W/230/827/O/S14D, ETIM Class 
name: LED lamp / Multi-LED and luminous flow of 450 Im.

ELECTRIC EQUIPMENT:
Voltage: 230V*
Frecuency: 50 Hz
Insulation: Clase 1
IP: 20
Nº linestras: 3 
Power: 3 x 7W
Type of Light: LED
Type of Bulb Holder: S-14D
Lifetime: 20.000h aprox.

FINISHES:

Standing lamp: steel structure with a brilliant copper finish and 

Single,Double, triple and chandelier pending lamps: steel structure
with a brilliant brass finish, polished and varnished 
and lampholder in chromed steel.

lampholder in chromed steel.

Cable pending lamp is available with black color cable 
and lampholder in chromed steel. 

PACKAGING:
The whole lamp is sufficiently protected and provided in a 
cardboard box.

TESTS:
This product has been tested in accordance with policy UNE-EN

*Dimmable bulbs (Floor lamp is also available
with a dimmer).
*Possibility to adapt a Bluetooth dimmable system.
*Possibility of kit converter for countries with 
nominal voltage 110v.
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Lámpara Olvidada
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MEDIDAS EN CM

COMPONENTES y MATERIALES:
ESTRUCTURA en acero.
PORTALÁMPARAS de plástico gris.
LINESTRAS LED RL 60 9W/230/827/O7S14D, de ETIM Class name: 
LED lamp/ Multi-LED y flujo luminoso de 450 lm.

EQUIPO ELÉCTRICO:
Tensión nominal: 230V*
Frecuencia nominal: 50 Hz
Clase de aislamiento: Clase 1
IP: 20
Nº lámparas: 3 
Potencia: 3 x 7W
Tipo de lámpara: LED
Tipo de portalámparas: S-14D
V
*Linestras dimerizables (el modelo de pie se ofrece
opcionalmente con dimmer incorporado).
*Posibilidad de adaptar un sistema de regulación de intensidad
mediante Bluetooth.
*Posibilidad de kit convertidor para países con tensión
nominal de 110V.

ida útil: 20.000h aprox.

ACABADOS:
Los modelos doble, triple y chandelier se fabrican en estructura 
latonada, pulido scotch y barnizado y dado portalámparas cromado.
El modelo de pie y suspensión rígida se ofrecen en acabado 
cobreado brillante y dado portalámparas cromado.
La lámpara de suspensión de cable está compuesta por núcleo 
portalámparas cromado colgado mediante cable negro.

EMBALAJE:
El cuerpo de la luminaria se entregará debidamente protegido 
dentro de una caja de cartón.

ENSAYOS:
Ha sido ensayada de acuerdo a las normas UNE-EN 60598-2-1:93 
y la UNE-EN 60598-1:01 obteniendo el marcaje de CE.
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Suspensión rígida

Lámpara de pieLámpara doble

ChandelierLámpara triple
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