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Tones Kilim

Design by Claudia Valsells
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Cun be dry-cleaned Anti-slip pad included. Special sizes available.

Se puede lavar en seco Anti-deslizante incluido. Ask for terms and conditions of delivery.
Fiber. 100% Hand spun Afghan wool Disponible en medidas especiales.
Technique. Hand loomed Consultar condiciones y plazos de entrega.

Type. Kilim

Density. 48,000 yarns/m?
Total height. 4 mm
Weight 1.70 kg/m?

Fibra. 100% Lana afgana hilada a mano +
bordado de lana nueva Zelanda

Técnica. Hand loomed

Tipo. Kilim

Densidad. 48,000 hilos/m? g g
K il i

Peso 1.70 kg/m?

This rug meets the ASTM E648 and CFR 16 PART 1630/1631 reaction

to fire standards requirements for floors. This rug meets the CAL PROP 65
ensuring that is free of harmful substances. This rug meets ADA regulation
that ensures the correct pass of wheelchairs.
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Tones 2 Tufting
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Tones Tufting

Design by Claudia Valsells
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Dry cleaning not recommended

Limpieza en himedo  Lavado en seco no recomendado

Fibre. 100% New wool
Technique. Hand tufted
Density. 56.000 nudos/m?
Wool pile height. 10 mm
Total height. 14 mm
Weight. 4,20 kg/?

Fibra. 100% Lana virgen
Técnica. Hand tufted
Densidad. 56.000 nudos/m?
Altura pelo. 10 mm

Altura total. 14 mm

Peso. 4,20 kg/m?

All rugs of this collection can be made in special
sizes, subject to maintaining the original propor-
tions of the artworks. Ask for terms and conditions
of delivery.

Todas las alfombras de la coleccién se pueden hacer
en medidas especiales, respetando las proporciones
originales de las obras de arte.
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This rug meets the ASTM E648 and CFR 16 PART 1630/1631 reaction

to fire standards requirements for floors. This rug meets the CAL PROP 65
ensuring that is free of harmful substances. To meet ADA regulation, the
design can be adapted to the correct pass of wheelchairs by reducing the
rug pile height (PH 5/7 mm —TH 12 mm).



